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Vacuum , blowing and steaming Table with
chimney , electrically heated controlled by
thermometer
Finishing Board Mod. MAXI .
The powerful built-in 3 phase vacuum-blowing unit
allows high performances .
Ergonomic solutions like iron suspension and the
pedal which can be operated on a lenght of 50 cm.
, reduce the operator´s efforts and maximie
production..
Sound-proof chimney to convey air .

Available extras :
Built-in 5 or 9 liters boiler with electronic level
control .
Swinging iron rest .
Steam iron assembly.
Vacuum /blowing arms with shapes for sleeves-
spotting shapes .
Overhead lighting with or without trolley.

Required power 230/400 V.1 o 3/50 Hz
Water feeding tubo gomma ø 12 mm
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Steam working press. 3 ÷ 4 bar
Air working pressure 6 ÷ 7 bar
Steam consumption 8 ÷ 10Kg/h
Air consumption

"8/3niard relioB
Board dimensions 1300x500 punta 250 mm
Boiler heating element 5 lt 4  Kw
Boiler heating element 9 lt 4-5-6-8-10 Kw
Board heating 1,2 Kw
Iron heating element 0,9 Kw
Vacuum/blowing motor 0,6 Kw
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Net weight with boiler 176 Kg
gK 802thgiew ssorG

Overall dimensions 1930x670x1070 mm
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